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GISI THIEU VE HVC HUNG YEN

Cong Ty TNHH HVC Hung Yén truc thudc Cong Ty C6 Phian Dau Tu va Cong Nghé HVC, duigc thanh 1ap vao
ngay 11/01/2016, do sé k& hoach va dau tu tinh Hung Yén cp gidy phép ding ky kinh doanh s6: 0900982165. HVC
Hung Yén hoat dong trong nganh nghé: Thiét k& - Tu vén - Cung cép - Lip dit- San xuét 6ng gié va Phu kién dng
gi6, Cita gi6, Van gi6, ché tao ldp dat th dién, thang mang cép.

Chiing t6i tu hao:

- G hitu hé thdng day chuyén sin xuét thiét bi ti dong héa dp dung nhiing cong nghé hién dai bic nhit tit Chau Au;
- Toan bd san phdm dat tiéu chuin 1ISO 9001:2000;

- Cung cap san phiam cho cdc dy 4n, cong trinh 16n;

Lién Hé:

VPGD: Ting 8, Toa Thap C, Hb Guom Plaza, S& 102 Tran Phd, P.MG Lao, Q.Ha Dong, Ha Noi

Dién thoai: 024.3540.2246 - 024.3540.2247

Email: info@hvcgroup.net

Nhi mdy san xudt

Tho Binh - Tan Déan - Khodi Chéu - Hung Yén

bién thoai: 0221.6272.829

Email: info@hvcgroup.net

ABOUT HVC HUNG YEN

HVC Hung Yen Co., Ltd. belongs to HVC Technology and Investment Joint Stock Company, established on
January 11, 2016, by the Department of Planning and Investment of Hung Yen Province granted business
registration license number: 0900982165 HVC Hung Yen operates in the field of: Design - Consulting - Supply -
Installation - Production of wind pipe and wind pipe fittings (Provide torsion duct, round wind pipe, square wind
pipe, wind and auxiliary door) wind pipe, wind valves of all kinds, Fabrication and installation of electrical cabinets,
cable ladders, cable trays.

We are proud that:

- We Own automation equipment production line system applying the most modern technology from Europe;

- All products meet ISO 9001: 2000 standard;

- Providing products for large projects, works;

If you have a need, please contact us for free advice;

Factory

Tho Binh - Tan Dan - Khoai Chau - Hung Yen

Phone: 0221,6272,829

Email: info@hvegroup.net
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QUY TRINH SAN XUAT ONG GIO

Autoline VI 12 thiét bi cong nghé hién dai da dugc HVC Hung Yén 4p dung vio diy chuyén sin xuit dng gi6, dé
mang lai nhiing sén phiam uu viét nhat.

- Ban ddu mdy sé tu ddng nap nguyén lidu vio cudn dd, sau d6 kéo ton vao mdy dé nin thing va cdn gan ting cing;
- Dot 16 cho khung d3, cit va dot géc;

- Chay mi d6i biing hé thdng chay mi kép, chay bich bing may chay bich d6i, hé thong tay robot giii tdn va bé bon
tao thanh san phdm bing hé thong gap thiy lyc, khép géc, 13p lai quy trinh cho dén khi hét cudn nguyén liu va nap
lai;

S6 hitu day chuyén san xuit 6ng gié Autoline VI tu dong vao san xuit s& tao ra ngudn nhén lyc doi dao, dép ting

dudc moi yéu ciu khit khe cia céc cong trinh.

WINDPIPE PRODUCING PROCEDURE

Autoline VI is a modern technology equipment applied by HVC Hung Yen to the wind pipe production line, so it
can bring the best products.

- The machine will automatically load the material into the support roll, then pull the corrugated sheet into the
machine to straighten and stiffen it;

- Putting Hole for frame support, cutting and corner punching;

- Running double sheet forming with double sheet forming running system, flanging with double flange machine,
robotic hand system keeps tole and bends to form products by hydraulic folding system, corner closure, repeat
process until the end Roll material and reload;

Owning the automatic production line of Autoline VI wind tunnel will create abundant human resources, meeting

all the strict requirements of the projects.
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ONG GIO CHU NHAT

Po day ton C3 6ng canh 16n nhat
0,58 <600
0,75 600 + 1000
0,95 1000 = 2000
1,15 > 2000

Muc dich:

dng- gi6 chit nhat duge 1am tif tbn ma kém khong gi, chiu duge tic dong clia moi trudng. Muc dich chuyén téi
khong khi, thudng ap dung vao khu cong nghiép hodc cic cong trinh.

Rectangular wind pipe is made from galvanized steel, it can withstands the impact of the environment. The

aim is to convey air, it is often applied in industrial zones or buildings.

ONG GIO TRON

Do day ton C4 ong canh 16n nhat
0,58 <300
0,75 300 = 600
0,95 <1000
1,15 <1600
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HVC HUNGYEN LTD.,

Muc dich:

Pugc diing lam 6ng dan khi, hé thdng diéu hoa khong khi. Trong lugng nhe, d& dang 1p dit, giam ton that dp sudt.
Khuyén cdo 18p dijt cho cdc khong gian han hep trén céc trin nha, cdc khu vui choi giai tri.

Tiéu chuin ché tao: Ap dung kiéu m&i ndi co ban Ia Ming xong, bich bing thép V.

Purpose:
Used as a gas pipe, air conditioning system, to release stagnant air, dust. Lightweight, easy to install, reduce
pressure loss. Recommended installation for confined spaces in ceilings and entertainment area.

Manufacturing standards: Applying the basic type of splice, flanges, steel V.

CON ONG GIO

Muc dich:

St dung vao muc dich thay d6i luu lugng, dp suét gi6 dé truyén din nhiing ludng khong khi dén nhiing ngée
ngdch, nhting vi trf xa hon.

Vit liéu:

T6n ma kém hay thép khong gi 201 va 203 két hop véi bich TDC va thép V géc.

Con thu vudng - tron Con thu tron Con thu vudng
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CUT ONG GIO

Cit vudng Cut tron

Muc dich:

St dung vao muyc dich thay d6i, diéu chinh hudng gié phi hgp véi muc dich cin sii dung.

Diing dé khép cdc dng ndi va cdc phy kién véi nhau.

Nguyén liéu: St dung vat liéu chinh biing t6n ma kém hay thép khong gi: 201, 304 két hgp véi bich TDC.

Purpose:
Use for the purpose of changing the flow, wind pressure to convey airflow to the nooks, farther places.

Materials: Galvanized or stainless steel sheet 201 and 203 combined with TDC flange and V angle steel.
wind pipe elbow.

Application: Use for changing purposes, adjust the wind direction in accordance with the purpose of use.

Used to match fittings and accessories.

Material: Main material is galvanized or stainless steel: 201, 304 combined with TDC flange.
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ONG GIO LUGN Z

T
f =
Al,A2 Kich thude dng lugn
E Do léch tim J_ I g
3 g |
L Chiéu dai ong "T' I 4
Muc Pich

Duing dé dén khong khi da qua xit Iy. Ap dung véi hé théng dp
suat tAm trung-cao-thip.

Nguyén liéu: Van chét liéu bing ton ma kém v thép khong gi
két hop vdi bich TDC.

Purpose:
Used to conduct treated air, providing fresh air, circulating air,
into working or living environments,

Apply to medium-high-low pressure system.

Material: Still material with galyanized steel and stainless steel

combined with TDC flange.
TE ONG GIO
GAN TANG CUNG &~
DUCT BEADS
i I I i
= = == < <
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1 ' 1 !
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B2XW2 100 B 100
100 w2 100
Té 6ng gi6 vudng Té &ng gi6 tron
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Muc dich:

Vian chat liéu 12 ton ma kém hoiic tole ma kém va dugc son tinh dién hay son diu, duge dp dung tai nha xudng, nha
mdy hay cdc trung tdm thuong mai gitip diéu hoa khong khi , thong gio.

Purpose:

Still the galvanized steel material or galvanized steel sheet with powder coated or oil paint, applied in factories or

commercial centers to help air conditioning, ventilation.

CHAC BA ONG GIO

-l-ap

rT

Chac ba kiéu 1 Chac ba ki€u 2 Chac ba 6ng gi6 tron

=

Muc dich:
Muc dich chinh ciia phu kién 6ng gi6 chac ba chan chinh 1a phin chia hodc gép gi6 trong hé théng thong gi6, tao ra
nhanh phu trong hé théng truyén i gio.

Purpose
The main purpose of the true three-way air duct fittings is to divide or contribute to the wind in the ventilation

system, creating a sub-branch in the wind transmission system.
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CHAC TU ONG GIO
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100 w2 100 BXW
E W
Chac tv 6ng gié vudng kiéu 1 Chac tu' 6ng gié vubng kiéu 2
Rectangular cross type 1 Rectangular cross type 2
100 p2 100
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8
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100 #2100 - I
Chac tu’ 6ng gi6 tron kiéu 3 Chac tu 6ng gi6 tron kiéu 4
Round cross type 3 Round cross type 4
Muc dich:

Puigc coi la phuong tién thay doi hudng clia cic dong khong khi va chuyén d6i hinh dang két néi dng gi6 dé dan
khong khi da qua xii ly vao trong va ra ngoai.

Purpose:

Considered a means to change the direction of air currents and convert the ductile connection shape to guide

processed air into and out.
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CHAN RE ONG GIO

L | " L -
150 .75_% 150_ _50_
—1—
GAN TANG CUNG &5
DUCT BEADS )
- = | = P
m| = . n| < .
o m
ol
En -
o
1 = i 1
Chén r& vubng - vuéng Chan ré vubng - tron
Rectangular - rectangular take off Rectangular - round take off

Muc dich: Puge dung dé lﬁ'p dit trén cdc dudng truc chinh dng gié, muc dich tao nhénh cho cdc dudng truc phu
éng gid.

Purpose: Take off is designed with a main duct branching into many subsidiary branch ducts it allow a small
portion of the flow in the main duct to be diverted into each branch duct.

TIEU AM ONG GIO

Muc dich: Tiéu 4m 6ng gi6 hay chinh 12 hdp tiéu Am, 12 mot thiét bi
dugc dit trong quat thong gi6 dé han ché ti€ng dn phit ra.
Purpose: Wind pipe sound absorption or a silencer box, is a device that

is placed in a ventilation fan to limit the noise emitted, in addition to the

effect of air transmission of the air conditioning system.
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CUA GIO KHUECH TAN HINH CHU NHAT (SAD)

Caing Sce
Duct Sie
Nack Sze
W T
=1
Face S8
L
Kich thude tiéu chuin
Kich thudc mat Kich thudc ¢6 Kich thudc hop gio Kich thudc ¢d trin
300x300 200x200 210x210 260x260
350x350 250x250 260x260 310x310
400x400 300x300 310x310 360x360
500x500 400x400 510x510 460x460
600x600 500x500 510x510 560x560
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Muc dich:

Pugc 4p dung vio lam ciia gié cip, cita gi6é hdi trén dudng cip gié lanh, gié tuoi hay thong gié diéu hoa.

Khung va 16i riéng biét, dé dang thdo 1ip va béo tri, dic biét cita Iip kém hop gié va van ¢6 thé tiy chinh luu ligng
va hudng gio.

Khung va cdnh dugc 1am tif nhom dinh hinh trén ¢6 gén ting cing va ke géc dé tao gée vudng cho toan bd cira.
Pugc son biing diy chuyén son tinh dién theo cong nghé hién dai ciia Nhat Ban.

Purpose:

It is applied to the door of wind supply, the air inlet on the way of providing cold wind, fresh wind or ventilation.
Separate frame and core, easy to disassemble and maintain, especially door with wind box and valve can
customize flow and wind direction

The frame and wings are made of aluminum extruded with stiffening rib and corner edges to create a right angle
for the entire door.

Painted by powder coating line with modern technology of Japan.
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CUA GIO NAN DON (SAG)

Kich thiée Kich thudc Kich thudc Kich thudc
miit co hop gi6é ¢6 trin
p-l
3 300x300 250x250 260x260 270x270
—|E 350x350 300x300 310x310 320x320
W
400x400 350x350 360x360 370x370
=T KT Cé =

g Neo Bl Dus L5 e 500x500 450x450 460x460 470x470
E— 'N'-i""" 600x600 550x550 560x560 570x570

L KT Mit = |

Kich thuéc tiéu chuin

Muc dich: Pugc st dung cho hé théng hdi gié. Loai clia nay thudng dugc aldp trén tran, vdch tutng hodc lép

truc ti€p vao Ong gié. Chiing t6i ¢6 hai loai 14 cifa gié nan biu duc va nan cong.

Purpose: Used for return air system. Avaiable for ceiling, wall installation or directly on duct body. We have to

blade type are: aval blade and semicircle balde.

CUA GIO NAN KEP (DDG)

Kich thuéc tiéu chuin
Kich thudc Kich thudc Kich thude Kich thude

mit ) hop gié ¢O tran
300x300 250x250 260x260 270x270
350x350 300x300 310x310 320x320
400x400 350x350 360x360 370x370
500x500 450x450 460x460 470x470
600x600 550x550 560x560 570x570

Muec dich: Pugc st dung cho hé théng hoi gid, trong mét s6 trudng hgp dic biét ¢6 thé sii dung cho hé thdng cép gié.

Purpose: Used for return air system, also applicable for supply air terminal at large air volumes.
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CUA GIO NAN T (LG)

Kich thudc tiéu chuin

Kich thudc Kich thudc Kich thudc Kich thudc
mait co hop gi6 ¢0 trin
300x300 250x250 260x260 270x270
350x350 300x300 310x310 320x320
400x400 350x350 360x360 370x370
500x500 450x450 460x460 470x470
600x600 550x550 560x560 570x570

Muc dich: Pugc st dung 1am ciia gi6 cdp, clta gié hdi. Thudng dude gin trén trin gid hoic tryc tiép trén dudng

Ong gi6

Purpose: Functioned as air supplying and returning doors, linear air supplyying grilles. Placed on mock ceiling

or directly attached to the ducts

CUA GIO HOI CO BAN LE DPONG MS (FRG)

Kich thuéc tiéu chuin
Kich thudc Kich thuée Kich thuéc Kich thudc
mit c6 hop gi6 ¢0 trin
300x300 268x268 272x272 280x280
350x350 318x318 322x322 330x330
400x400 368x368 372x372 380x380
500x500 468x468 472x472 480x480
600x600 568x568 572x572 580x580

Muc dich: Pugc sif dung 1am ciia gié cip, clia gié hdi. Thudng dude gin trén trin gia hoic trc tiép trén dudng

ong gié

Purpose: Functioned as air supplying and returning doors, linear air supplyying grilles. Placed on mock ceiling

or directly attached to the ducts
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CUA GIO NAN Z (WL)

Kich thude tiéu chuin

Kich thudc Kich thude Kich thudc Kich thudc

mit b hop gi6 ¢b tran

300x300 250x250 260x260 270x270

350x350 300x300 310x310 320x320

400x400 350x350 360x360 370x370

b
H = 500x500 450x450 460x460 470x470
_”_ '_H'-
600x600 550x550 560x560 570x570
W xran

Muc dich: Dugc sit dung 1am ciia gié hoi hoic ctia gi6 cdp khi tuoi khi yéu cau my thudt cong trinh.

Kha niing trinh nuée mua rit 6t va thudng dude gén ngoai troi.

C6 thé gén kem theo Iu6i loc bui hodc 1udi chén con tring. Va cénh ¢6 thé didu chinh véi géc do tuy theo yéu clu
stt dung va c6 két cdu mée chin nu6e mua theo tiéu chuin Samkwang.

Khung dugce 1am tif nhém dinh hinh ¢6 gan téng ciing va go tao khung my thuit cao.

Purpose:

Used as a return air door or fresh air supply air outlet when required for aesthetic.

Can be attached to the dust filter or insect screen. And the wing can be adjusted to the angle depending on the
requirements of use and has a rainwater barrier structure according to Samkwang standards.

The frame is made of shaped aluminum with hardened ribs and a high art frame.

CUA GIO KIEU KHE (SLD)

| |

:]:!

:{%
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Piic diém

Chat liéu cuia ciia gi6 kiéu khe ciing déu dugc lam tif nhiing chat liéu tot, khung va cdnh duge 1am tif nhém dinh
hinh ¢6 gén ting ciing, hon thé nita con duge son mdt 16p tinh dién theo cong nghé ctia Han Qudc va Nhat Bén,
gitp ciia c6 tinh thim my cao va ¢6 dd bén lau hon.

Gitp kiém sodt nhiét do, luu chuyén khong khi va loai bo tinh trang dinh tré khong khi.

Advantages:

Material of slit-type wind doors are also made from good materials, frames and wings are made of shaped
aluminum with hardened ribs, moreover it is painted with an electrostatic layer according to Korean and Japanese
technology Version, help the door to have high aesthetic and longer durability.

Help control temperature, circulate air and eliminate air stagnation.
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VAN MIENG GIO OBD

Van diéu khién luu lugng tai miéng gié - OBD

Van dugc st dung dé diéu chinh luu lugng gi6é cAp ngay tai miéng gio ra,
miéng cAp. Van gin truc tiép vao cd cifa gié, miéng gi6, hé nhiéu cdnh van
dugc diéu chinh dé dang nho co ciu lién dong két ndi chuyén dong cdc cdnh
nhe nhang ,chinh bing vit him hoidc tay gat.

Flow control valve at wind mouth - OBD

Valves are used to adjust the airflow level right at the air outlet, mouth level.
Valves directly attached to the neck of the wind vents, air vents, multi-wing

valves are easily adjusted thanks to the interlocking structure that moves the

wings gently, adjusting with a brake or handle.

VAN GIO TRON (R - VCD)

Kich thudc tiéu chuén

Kich thuée .

dudng Gng Kich thudc van | Chiéu dai van b day ton
D100 D95 150mm 0.58mm
D150 D145 200mm 0.58mm
D200 D195 250mm 0.75mm
D250 D245 300mm 0.75mm
D300 D295 350mm 0.75mm

Pic diém:

Dudc st dung vao muc dich déng mé tu dong, diéu chinh Ivu ligng gi6 trong hé théng thdng gi.
Vi tri 1dp: Gin cudi duding dng gi6 tron hodc ¢6 tron miéng gi6, hodic hdi hodc phia sau hop gép gi6.
Characteristics:

Used for the purpose of automatic opening and closing, adjust the air flow in the ventilation system.

Mounting position: Attach the end of the round wind pipe or the round neck of the wind mouth, or

return or behind the wind contribute box.
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VAN GIO VUONG (D - VCD)

Kich thudc tiéu chuin

Kich thudc 2 . o
dudng &ng Kich thudc van Chieu dai van Do day ton
400x200 400x200 200mm 0.58mm
450x300 450x300 200mm 0.75mm
800x500 800x500 200mm 0.75mm
850x600 850x600 200mm 0.95mm
1000x600 1000x600 200mm 0.95mm
1200x800 1200x800 200mm 1.15mm

Pic diém:
Viéc diéu chinh géc md ctia cinh van dugc thuc hién bing tay qua hai loai tay van Ia loai bénh ring hodc
loai tay gat, hodc diéu chinh ty dong bing loai van gin dong co.

Characteristics:
- Used to adjust the Airglow in duct.

- Manual or auto control blade by motorized
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VAN DAP LUA (FD)

A

AGE
Kich thudc tiéu chuin
Kich thudc . . e o NN
duong Sng Kich thudc van Chiéu dai van bg day 16n Nhiét do dong
400x200 400x200 200mm 0.58mm >75C
450x300 450x300 200mm 0.75mm >75C
800x500 800x500 200mm 0.75mm > 75T
850x600 850x600 200mm 0.95mm > 75C
1000x600 1000x600 200mm 0.95mm >75C
1200x800 1200x800 200mm 1.15mm > 75°C
Pic diém:

CAu chi duge kiém dinh ctia Cuc Po luding chat lugng Viét nam.
Than va cdc 14 cha van duge 1am biing tAm ton tring k&m c6 d6 diy tit 0.58mm dén 1.15mm.

Uu diém:

Van dap lifa dugc dung trén hé théng Ong gi6 trong nhiing trudng hgp yéu cdu phong chdng chdy
nd, lan tran ngon lita sang nhiing khu vijc khéc, khi nhiét do ludng gi6 tiing cao thi van dap liia sé sé
¢6 tdc dung chdng lai ngon lita chdy lan. Khi ¢6 hoa hoan xdy ra, van chin lita ¢6 thé tf dong déng
ngit nhd dong cd, giam thiéu nguy co chdy lan sang cdc hé thong khac.
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Characteristics:

Fuses are tested by Vietnam Quality Measurement Department.

The stem and leaves of the valve are made of

Zinc coated sheet has thickness from 0.58mm to 1.15mm.

Smooth rotating steel shafts on brass supports.

Advantages:

Fire extinguishers are used on wind pipe systems in cases where fire and explosion prevention is required, fire
spreads to other areas, when the airflow temperature rises, the fire extinguisher valve will work against fire
spread. When a fire occurs, fire valves can automatically shut down by the engine, minimizing the risk of fire

spreading to other systems.

VAN GIO BIEN

Piic diém:

Coéng dung: Diéu chinh luu lugng gié trén dudng ng thong gid, canh van déng

ma truc tiép nhd dong co On/Off gin trén truc canh van, dégn co sit dung dong
AC/DC 24V hoic AC 230V
Vi tri 1dp: Gén trén duding 6ng vudng hogc tron.

Vit liéu: Khung bing t6n ma kém, cdnh bing t6n trdng kém hoiic bing nhom.
M:iit bich: K&t ndi biing diu bich TDC hoic Bich C
Khung ctia van gié dugc lam biing ton trang kém c6 do day 0.58mm dén

1.15mm hoic bﬁng inox.
Cic 14 cdnh dugc 1am biing ton trang kém vdi chiéu day 0.58mm dén 1.15mm

Characteristics:

Uses: Adjust the wind volume on the ventilation duct.

Mounting position: Mounted on a square or round pipe.

Materials: Frame by galvanized sheet, wings made of galvanized steel or
aluminum.

Flange: Connect with TDC flange or C flange

Wind valve frame is made of galvanized steel with a thickness of 0.58mm to
1.15mm or in stainless steel.

Wing leaves are made of galvanized steel with a thickness of 0.58mm to
1.15mm

Support bearings for smooth rotating shaft are made of brass

Finishing surface to be smooth or painted in accordance with customer’s

requirements.
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VAN GIO CHU NHAT 1 CHIEU

— cl [
T m
L[ N |.
Kich thudc tiéu chudn e
Kich thudc ) ) . o Van tdc
dudng Sng Kich thuéc van | Chicu dai van Do day ton & thidu
400x200 400x200 200mm 0.58mm 8.504
450x300 450x300 200mm 0.75mm 8.504
800x500 800x500 200mm 0.75mm 8.504
850x600 850x600 200mm 0.95mm 8.504
1000x600 1000x600 200mm 0.95mm 9.819
1200x800 1200x800 200mm 1.15mm 9.819

Pic diém:

Van gi6 1 chiéu vudng dugc sit dung trong hé théng théng gié hoic trong hé thdng diéu hoa va duge
14p dit trén dudng gi6 hdi hoic gi6 cap tiy thude vio cic trudng hop sit dung.

Phuong thic diéu chinh luu lugng gi6 chii yéu biing mo to hay diéu chinh thi cong biing tay.

Characteristics:

The one-way wind valve is used in the ventilation system or in the air-conditioning system and is installed
on the return airway or wind supply depending on the use cases.

The method of adjusting the air flow mainly by motor or manual adjustment by hand.
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Ta dién : Déng vai trd 1a bo ndo ctia hé théng dién, ti dién 12 mot bd phan khong thé thigu trong bét ky cong trinh
cong nghiép hay din dung nao, tit nha may dién dén céc hé théng truyén tai phan phdi dén cdc hd tiéu thu dién

Ta dién 1a noi ddu n6i, 1ip dit cic thiét bi déng cit, bao vé, diéu khién, do d€m dién theo yéu cau st dung khic
nhau.

HVC Hung yén xin gidi thiéu t6i quy khdch hing mot s6 loai ti dién thudng dung trong cdc c¢dng trinh xay dung,
nha mdy, .....

Electrical cabinets act as the brains of electrical systems, electrical cabinets are an integral part of any industrial

or civil construction, from power plants to transmission systems distributed to households. Power receptor
Electrical cabinet is the place to connect and install switchgear, protection, control, measure electricity according

to different usage requirements.

HVC Hung Yen would like to introduce to customers some types of electrical cabinets commonly used in
construction projects, factories, ...
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I. T dién MSB - Main Distribution Switchboard

T dién phin phéi téng (MSB) dugc sif dung trong cdc mang dién ha thé va 1a thanh phin quan trong
trong mang phin phéi dién.

Ti dién MSB ciia HVC dugc thiét ké 1dp rp theo tiéu chuin IEC60439-1, cdc thiét bi déng cit, thanh cii,
hé théng gid d6 duge bd trf 1 cdch hop 1y va thuén 10i cho viée van chuyén diu néi, van hanh vi phat trién
md rong.

MSB Electrical Cabinet

Total Distribution Cabinet (MSB) is used in low voltage electrical networks and is an important
component in the electricity distribution network.

MSB electrical cabinet of HVC is designed and assembled according to IEC60439-1 standard
,switchgear, busbar, rack system are arranged in a reasonable and convenient way for transporting,

wiring, operating and expanding.

T dién MSB ctia HVC

IL. Ta dién ha thé (LV) - Low Voltage Electric Cabinet
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Théng s& ki thuat

- Tiéu chudn IEC 64039-1.1IEC 60947-2, IEC 61641, IEC 60529
- Dién ap dinh mic 220~230/380~415 VAC

- Tén s6 dinh mic  50/60Hz

-Dong diént6i da  6300A

- Cép bao vé (IP) Dén IP42 (trong nha), IP54 (Ngoai troi)

- Standard IEC 64039-1.1EC 60947-2, IEC 61641, IEC 60529
- Voltage of 220 ~ 230/380 ~ 415 VAC
- Rated frequency of 50 / 60Hz

- Maximum current 6300A

IIL Ta dién phan phéi ( DB) - Distribution cabinet

Tu dién duogc str dung trong cic mang dién Ha Thé, vi tri cta t dién DB thudng la sau cac ti dién phan phoi témg
(MSB) tai cac nut, Dong dién dinh mirc co thé dén 1000A cung cap dién cho 1 nhom thiét bi dau cudi (May bom,
dong co, may moc...)

N6 1a loai ti dién nhé nhat chi gdm MCB/RCCB, dén bao pha, cau chi....

Electrical cabinet used in the Lower Voltage network, the position of the electrical cabinet DB is usually after the
main switch board (MSB) at the nodes, Rated current can be up to 1000A to provide power to a group of terminals
(Pumps, motors, machines ...)

It is the smallest type of electrical cabinet including MCB / RCCB, phase indicator, fuse ....
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IV. Ta dién tu bu - Compensate Capacitor cabinet

Tu dién tu bu thong thuong gdm nhiéu bude tu, mdi bude tu duoe diéu khién bang contactor, duge sir dung cho cac hé
thong dién, sir dung phu tai c6 tinh cam khang cao, thuong lap dat tai phong k¥ thuat dién hodc khu vyc tram bién ap
cho cong trinh cong nghiép nhw nha may, nha xudng, cao oc, vin phong, chung cu, bénh vién...

Compensate capacitor cabinet consist of multiple capacitors, each capacitor step is controlled by contactor, used for

electrical systems, using high-load inductance, often installed at electrical engineering or temporary transformer area

for industrial projects such as factories, buildings, offices, apartments, hospitals ...

— ]
N
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V. Ta dién ATS - ATS Electrical Cabinet

Ta chuyén ngudn ty dong - t ATS: 6 ting dung didm béo hé théng dién dugc lién tuc ké ci khi mat dién, th
dién ATS thyc hién chuyén téi st dung dién sang sit dung dién dy phong nhu mdy phdt dién... khi mat ngudn
dién chinh - dién lugi va khi ngudn dién chinh phyc hoi thi bd ATS sé ty dong chuyén ngudn tré lai.

Thoi gian chuyén ngudn dy phdng c6 thé dit trong khodng 5-10s, khi dién luéi phuc hdi, dong thoi ti dién ATS
thudng c6 chiic ning bdo vé khi dién ludi va dién mdy phat bi su ¢8 nhu: mét pha, mét trung tinh, qud dp, sut

a

ap....

Automatic transfer switchboard - ATS cabinet: has an application to ensure the electrical system is continuous
even when power is lost, ATS electrical cabinet carries out the transfering use of electricity to use backup power
the same as a generator ... when Main power source- grid is lost and when the main power is restored, the
VOLTAGE will automatically switch power back on.

Time of standby power transfer can be set within 5-10s, when the grid recovers, at the same time the cabinet ATS

usually has the function of protection when the power grid and the generator have trouble such as: phase loss, loss

of neutrality, overpressure, pressure drop ....
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VI Tu cong to - Meter cabinet

Ta dung dé do d€m dién niing k¥ thuét hoiic do d€m dién niing thuong mai, ti cong to dugc thiét ké tuy theo phu

tai cua khéach hang la tai 1 pha hay 3 pha.
Used to measure technical power or measure commercial electricity, the meter cabinet is designed according

to customers’ load which can be 1-phase or 3-phase load.
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VIL. Ta dién diéu khién - Control Cabinet

Dung dé diéu khién va bao vé cic hé thong diy chuyén mdy mée, dong co, mdy bom.... C6 cong suit 16n, nhd
¢6 cdc phuong thiic hoat dong diéu khién tiy thude vao yéu cu cla khach hang, Thanh phan chinh la b diéu
khién trung tim PLC, thiét bi dong ngfit MCC/MCB, contactor, Relay, timer, b bién tan (inverter), khdi dong

mém, hay khdi dong sao - tam gidc.

Used to control and protect engines, pumps .... With a large capacity, there are control starting methods depending
on the engine type and customer requirements such as the main component is the PLC central controller, MCC /

MCB switch, contactor, Relay, timer , frequency converter (inverter), soft starter, or star - delta starting.

- e .
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THANG MANG CAP

CAC CHITIET THANG MANG CAP

Pic diém tiéu chuin

- Vit liéu san xuat: Tén den, ton trang kém, ton zam / Production materials: Tole, tole galvanize, tole zam

- B& miit hoan thién: Son tinh dién, trang kém, nhing néng / Surface finishing: Electrostatic paint, galvanize, hot
dip galvanized

- Chiéu day vt liéu: Imm, 1.2mm, 1.5mm, 1.6mm, 2mm, 2.5mm / Material thickness: Imm, 1.2mm, 1.5mm,
1.mm, 2mm, 2.5mm

- Chiéu rong tiéu chuin: 100mm, 150mm, 200mm, ...1200mm / Standard width: 100mm, 150mm, 200mm,

v 1200mm

- Chiéu cao tiéu chudn: 50mm, 75mm, 1t00mm, 200mm / Standard height: 50mm, 75mm, 100mm, 200mm

- Chiéu dai tiéu chuéin: 2500mm hoic 3000mm / Standard length: 2500mm and 3000mm

- Mau séc: Mau tiéu chuidn RAL 7032, mau khéc theo yéu ciu khéch hang / Color: Standard color RAL 7032, other
colors according to customer requirements

- Tiéu chuén dp dung: IEC — 61537 / Applicable standards: IEC - 61537

THANG CAP

Réng - Width Cao - Height Diii - Length Diy - Thick
“?-:mml H (mm) L (mm) 'F{mm)
200 100 2500 1.5:2
400 100 2500 15:2
600 100 2500 2
800 100 2500 2
1000 100 2500 2:25
1200 100 2500 2+25
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TU PIEN, THANG MANG CAP

CUT THANG CAP NGANG 90°

CO TRONG ( CO LEN)

7l 7 W T
200 100 15:2
400 100 1.5+2
600 100 2
800 100 =
1000 100 2625
1200 100 2525
Ré\l;;{éﬁéi;ith Cal?i ( ;rc‘:,}ght Dz’%r(- Thick
200 100 1.5+2
400 100 1542
600 100 2
800 100 2
1000 100 2:25
1200 100 2:25
ROng - Widih Cao - Height Day - Thick
W (mm) H (mm %{rm]
200 100 [.5+2
400 100 1.5+2
600 100 2
800 100 2
1000 100 2:25
1200 100 2:25
a7l 1l s 7
200 100 15:2
400 100 1.5+2
600 100 2
800 100 2
1006 100 2:+25
1200 100 2425
Gl Nl W
200 100 1.5+2
400 100 1542
600 100 2
800 100 B
1000 100 2:25
1200 100 2723
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CON GIAM THANG CAP e Wi | gy Tty | Cag Hoighi | Dy 1ok
200 300 100 1.5+2
400 500 100 1.5:2
600 700 100 2
800 900 106) Z
1000 1100 100 2:25
1200 1200 100 2+25

Raon {—m \j’n;]dth Ca!(_)l _lniire_[: ht D.’ili_—( rl;f_ng h D'a_}/ {‘m.i%i]';k
100 100 2500 1:1.5
200 100 2500 1«15
300 100 2500 1.5+2
400, 100 2500 1:5+2
500 100 2500 2
600 100 2500 2

Rong - Width Cao - Height Dai - Length Day - Thick

{(mm) H (mm L (mm) ']yfmml
100 100 200 1+ 1.5
200 100 200 1+ 1.5
300 100 200 1532
400 100 200 1.5:2
500 100 200 2
600 100 200 2
w7 Pl W
100 100 1«15
200 100 L+ 15
300 100 1.5:2
400 100 15:2
500 106 2
600 100 2
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NGA TU MANG CAP Rﬁ\r}l&-“’idm Cao - Height Df%/-'lhic_k
(mim) H (mm) (mm)
100 100 1£1.5
200 100 I+1.5
300 100 1522
400 100 1.5+2
500 100 2
600 100 2
Rong - Width Cao - Height Dayy - Thick
(mm) H (mm 'lz't‘mm)
100 100 1:1.5
200 100 L3S
300 100 1.5:2
400 100 15+2
500 100 2
600 100 2
T 7 W
100 100 1: 1.3
200 100 1:1.5
300 100 1542
400 100 1,542
500 100 %
600 100 2
N oy T P
100 100 Fils
200 100 1:1.5
300 100 1522
400 100 1.5+2
500 100 2
600 100 2

NG6i mang cép N&i xody thang cdp NGi thang cdp N6i méng cédp DAu bit
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DU AN TIEU BIEU

Du dn cong vién nude Son Tién Du 4n khdch san cao cp 4 sao My An
tai Hué

Du dn Vinhomes Golden River

Du dn Vinhomes Imperia Hai Phong Du dn Vincom Shophouse Méng Cai
oW

=

MUGONG THANH u‘g._m Vineroup




LIEN HE

CONG TY TNHH HVC HUNG YEN

- Va@n Phong Giao Dich: Tang 8, Toa Thap C, HO Guom Plaza, S6 102 Tran
Phu, PM& Lao, Ha Béng, Ha Nai

- Nha may: Tho Binh, Tan Dan, Khoai Chau, Hung yén

- Dién thoai: 0221 6272 829

= Email: Info@hvcgroup.net

- Web: Hvchungyen.vn




